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§183.390

(n) Each circuit breaker must indi-
cate whether it is in the open or closed
position.

[CGD 85-080, 61 FR 997, Jan. 10, 1996, as
amended by CGD 97-057, 62 FR 51050, Sept. 30,
1997; USCG-2002-13058, 67 FR 61279, Sept. 30,
2002; USCG-2003-16630, 73 FR 65210, Oct. 31,
2008]

§183.390 Shore power.

A vessel with an electrical system
operating at more than 50 volts, which
is provided with a means to connect to
shore power, must meet the following:

(a) A shore power connection box or
receptacle must be permanently in-
stalled at a convenient location;

(b) A cable connecting the shore
power connection box or receptacle to
the switchboard or main distribution
panel must be permanently installed;

(c) A circuit breaker must be pro-
vided at the switchboard or main dis-
tribution panel for the shore power
connection; and

(d) The circuit breaker, required by
paragraph (c) of this section, must be
interlocked with the vessel’s power
sources so that shore power and the
vessel’s power sources may not be oper-
ated simultaneously.

§183.392 Radiotelephone installations.

A separate circuit, with overcurrent
protection at the main distribution
panel, must be provided for each radio-
telephone installation.

Subpart D—Lighting Systems

§183.410 Lighting fixtures.

(a) Each lighting fixture globe, lens,
or diffuser must have a guard or be
made of high strength material, except
in an accommodation space, radio
room, galley, or similar space where it
is not subject to damage.

(b) A lighting fixture may not be
used as a connection box for a circuit
other than the branch circuit sup-
plying the fixture.

(c) A lighting fixture must be in-
stalled as follows:

(1) Each fixture must comply with
§183.200.

(2) Each lighting fixture and
lampholder must be fixed. A fixture
must not be supported by the screw
shell of a lampholder.
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(3) Each pendant type lighting fix-
ture must be suspended by and supplied
through a threaded, rigid conduit stem.

(4) Each table lamp, desk lamp, floor
lamp, or similar equipment must be se-
cured in place so that it cannot be dis-
placed by the roll or pitch of the vessel.

(d) An exterior lighting fixture in an
electrical system operating at more
than 50 volts must comply with the re-
quirements of UL 595 (incorporated by
reference; see 46 CFR 175.600) or other
standard specified by the Commandant.
A lighting fixture in an accommoda-
tion space, radio room, galley or simi-
lar interior space may comply with UL
1570, UL 1571, UL 1572, UL 1573, or UL
1574 (all five standards incorporated by
reference; see 46 CFR 175.600) as long as
the general marine requirements of UL
595 are satisfied.

[CGD 85-080, 61 FR 997, Jan. 10, 1996, as
amended by USCG-2003-16630, 73 FR 65210,
Oct. 31, 2008]

§183.420 Navigation lights.

All vessels must have navigation
lights that are in compliance with the
applicable sections of the International
and Inland Navigation Rules, except
that a vessel of more than 19.8 meters
(65 feet) in length must also have navi-
gation lights that meet UL 1104,
“Standards for Marine Navigation
Lights,” or other standard specified by
the Commandant.

§183.430 Portable lights

Each vessel must be equipped with at
least two operable portable battery
lights. One of these lights must be lo-
cated at the operating station and the
other at the access to the propulsion
machinery space.

§183.432 Emergency lighting.

(a) Each vessel must have adequate
emergency lighting fitted along the
line of escape to the main deck from
all passenger and crew accommodation
spaces located below the main deck.

(b) The emergency lighting required
by paragraph (a) of this section must
automatically actuate upon failure of
the main lighting system. If a vessel is
not equipped with a single source of
power for emergency lighting, it must
have individual battery powered lights
that:
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(1) Are automatically actuated upon
loss of normal power;

(2) Are not readily portable;

(3) Are connected to an automatic
battery charger; and

(4) Have sufficient capacity for a
minimum of 2 hours of continuous op-
eration.

[CGD 85-080, 61 FR 997, Jan. 10, 1996, as
amended at 62 FR 51358, Sept. 30, 1997]

Subpart E—Miscellaneous Systems
and Requirements

§183.520 Lifeboat winches.

Each electric power operated lifeboat
winch must meet, 111.95 in subchapter
J and §160.015 in subchapter Q of this
chapter, or other standard specified by
the Commandant.

§183.530 Hazardous areas.

(a) Electrical equipment in spaces
containing machinery powered by, or
fuel tanks for, gasoline or other fuels
having a flashpoint of 43.3 °C (110 °F) or
lower must be explosion-proof or igni-
tion-protected, or be part of an intrin-
sically safe system.

(b) Electrical equipment in lockers
used to store paint, oil, turpentine, or
other flammable liquids must be explo-
sion-proof or be part of an intrinsically
safe system.

(c) BExplosion-proof equipment and in-
trinsically safe systems must meet the
requirements of §111.105 in subchapter
J of this chapter.

[CGD 85-080, 61 FR 997, Jan. 10, 1996; 61 FR
24465, May 15, 1996]

§183.540 Elevators.

Each elevator on a vessel must meet
the requirements of ANSI A 17.1 (incor-
porated by reference; see 46 CFR
175.600) or other standard specified by
the Commandant.

[USCG-2003-16630, 73 FR 65210, Oct. 31, 2008]

§183.550 General alarm systems.

All vessels with overnight accom-
modations must be equipped with a
general alarm system. The public ad-
dress system required by §184.610 of
this chapter may be used to sound the
general alarm signal.

§184.100

PART 184—VESSEL CONTROL AND
MISCELLANEOUS SYSTEMS AND
EQUIPMENT

Subpart A—General Provisions

Sec.
184.100 General requirement.
184.115 Applicability to existing vessels.

Subpart B—Cooking and Heating

184.200
184.202
184.210
184.220
184.240

General.
Restrictions.
Heating equipment.
Cooking equipment.
Gas systems.

Subpart C—Mooring and Towing
Equipment

184.300 Ground tackle and mooring lines.

Subpart D—Navigation Equipment

184.402 Compasses.

184.404 Radars.

184.410 Electronic position fixing devices.
184.420 Charts and nautical publications.

Subpart E—Radio

184.502 Requirements of the Federal Com-
munications Commission.

184.506 Emergency broadcast placard.

184.5610 Recommended emergency broadcast
instructions.

Subpart F—Control and Internal
Communications Systems

184.602
184.610
184.620

Internal communications systems.
Public address systems.
Propulsion engine control systems.

Subpart G—Miscellaneous

184.702 Pollution prevention equipment and
procedures.

184.704 Marine sanitation devices.

184.710 First-aid kits.

AUTHORITY: 46 U.S.C. 2103, 3306; E.O. 12234,
45 FR 58801, 3 CFR, 1980 Comp., p. 277; De-
partment of Homeland Security Delegation
No. 0170.1.

SOURCE: CGD 85-080, 61 FR 1002, Jan. 10,
1996, unless otherwise noted.

Subpart A—General Provisions

§184.100 General requirement.

(a) Vessel control systems and other
miscellaneous systems and equipment
required by this part must be suitable
for the purposes intended.
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